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PROPRIETARY AND CONFIDENTIAL A CABLE LENGTH TOLERANCE REVISIONS
THE INFORMATION CONTAINED IN THIS DRAWING IS THE SOLE PROPERTY OF REV ECN DESCR]PT'ON BY/DATE CH K APPR
WITHOUT THE WRITTEN PERMISSION OF DYTRAN INSTRUMENTS NG 16 PROMIBITED ENGLISH METRIC
<1FT +1/-0 IN <0.3m +25mm/-0mm A 9962 INITIAL RELEASE JS 05/16/13 f@@; W
>1FT-5FT +2/ -0 IN >0.3m-1.5m +50mm/-0mm
>5FT-10FT +4/-0 IN >1.5m-3m +100mm/-0mm
>10 FT - 25FT +6/-0IN >3m-7.56m +150mm/-0mm
>25 FT +5% / -0% >7.5m +5%-0%

MODEL |REV| ECN DATE LENGTHA WEIGHT OZ/GRAMS

6651A10 | A 9962 | 05/15/13 10 FT 1.5/42
XX /N v -
f _H— A\ N\
25 <7
[6.3] I
‘ 7'\ <\
VITON HEAT SHRINK
10-32 PLUG TUBING
CONNECTOR SHELL CABLE, TWISTED, SHIELDED PAIR
CONNECTOR PIN TEMPERATURE RANGE | -100°C TO +200°C (-148°C TO +392°F)
JACKET FEP .015 NOM WALL COLOR WHITE.
WHT/BLU NOMINAL DIAMETER @.100 |
38 AWG SILVER PLATED COPPER
/ WHT SHIELDING BRAID. 90% MIN COVERAGE
MIL-W-16878/4
CONDUCTORS 30 AWG 7/38 SILVER PLATED COPPER
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